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VANAIR & PLUMBING CAPS
THE DEXTER DIFFERENCE - ENGINEERED WITH STRENGTH, MANUFACTURED WITH QUALITY, AND 
SERVICED WITH PRIDE.

12 volt DC motor is available with listing for 
Canadian use

Durable powder coat paint resists scratching 
and chipping

Select styles offer 20", 22", and 24" widths for 
12" cabinet depths

Available in horizontal outlet or ductless

ISO 9001:2015 Certified

Scan to view  
Ventline.com

VANAIR ROOF VENT
• 12 volt motor requires only 1.5 amps

• Installs in 6-1/4" diameter rough opening

• Efficient centrifugal blower wheel assures 
quiet ventilation

• Easy one-hand opening/closing

• Low profile smoke dome requires only 
- 2-3/8" clearance in closed position 
- 3-1/4" clearance in open position

• Screen frame, handle and garnish in 
matching polar white

• Ceiling garnish included

• Ceiling extension ring sold separately

• Canadian listed fans available

RV PLUMBING CAP 
MODEL V2049 PLUMBING VENT
• Durable polyethylene for ultraviolet ray protection

• Two-piece construction

• Accommodates maximum 6/12 pitch roofs

• Flange has mounting holes and a wipe seal 
feature

• Removable cap snaps on and securely fastens to 
flange with screw (not included)

• Available colors: 
- White (fits 1-1/4" and 1-1/2" pipe) 
- Colonial white (fits 1-1/2" pipe) 

MH PLUMBING CAP 
MODEL V2084 PLUMBING VENT
• Galvanized steel

• Two-piece construction

• Fits 1-1/2" pipes

• Accommodates maximum 6/12 pitch roofs

• Flange has mounting holes

• Removable cap securely fastens to flange with 
hex nut

MH PLUMBING FLASHING 
MODEL V2003-01 PLUMBING FLASHING
• High impact polypropylene with UV stabilizers

• Fits 1-1/2" pipes

• Accommodates maximum 5-1/2/12 pitch roofs

• Flange has mounting holes

• Available in black only



RV RANGE HOODS
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EXTERIOR WALL VENTS

FEATURES
• 12 volt DC motor is available with listing for Canadian use

• Durable powder coat pain resists scratching and chipping

• Available colors: black and stainless steel

• Enclosed light illuminates cooking surface

• Includes 8" x 8" grease filter of washable aluminum mesh

• Available in smooth finish

• Select styles offer 20", 22" and 24" widths for 12" cabinet depths

EXTERIOR VENT WITH LOUVERED DESIGN
• Constructed of durable injection molded 

styrene plastic

• Louvered design

• Use with large outlet, static exhaust range 
hood

• Requires 10-1/2" x 3-3/4" rough opening

PART 
NUMBER

COLLAR 
LENGTH

 
COLOR

CTN 
QTY

V2009-01 1/2"
POLAR 
WHITE

180

V2009-02 1/2"
COLONIAL 
WHITE

180

V2018-01 1-3/4"
POLAR 
WHITE

70

V2018-02 1-3/4"
COLONIAL 
WHITE

70

V2018-02 1-3/4"
COLONIAL 
WHITE

70

V2018-55 1-3/4 BLACK 70

PART 
NUMBER

COLLAR 
LENGTH

 
COLOR

CTN 
QTY

V2111-01 5/8"
COLONIAL 
WHITE

36

V2111-03 5/8"
POLAR 
WHITE

36

V2111-05 5/8" BLACK 36

V2111-11 1-3/4"
COLONIAL 
WHITE

24

V2111-13 1-3/4"
POLAR 
WHITE

24

V2111-55 1-3/4 BLACK 36

PART 
NUMBER

COLLAR 
LENGTH

 
COLOR

V2250-03 9/16"
POLAR 
WHITE

V2250-05 9/16" BLACK

V2250-13 1-11/16"
POLAR 
WHITE

V2250-55 1-11/16" BLACK

EXTERIOR VENT WITH LOCKING DAMPER
• Constructed of durable injection molded 

styrene plastic

• Locking damper

• Use with large outlet range hood

• Requires 10-1/2" x 3-3/4" rough opening

EXTERIOR VENT WITH LOCKING DAMPER
• Two-piece design for ease of installation

• Constructed of durable injection molded 
polypropylene

• Locking damper

• Use with large outlet, static exhaust range 
hood

• Insect and water resistant

• Requires 10-1/2" x 3-3/4" rough opening

OPTIONS
S0721 Series - Multi Pack Carton Qty: 2

12 volt, single speed motor

Fan and light operated by rocker switches

12" depth (18" total capture area)

Large horizontal exhaust outlet

Ducting and exterior vent sold separately

20" Width 
Complete Part 

22" Width 
Complete Part 

24" Width 
Complete Part 

Smooth Smooth Smooth

S0721-20BD S0721-22BD S0721-24BD

S0721-20GC-F S0721-22GC-F S0721-24GC-F

FEATURES
• Ductless hood also available 20" Width 

Complete Part 
22" Width 
Complete Part 

24" Width 
Complete Part 

Smooth Smooth Smooth

S0730-20BD S0730-22BD S0730-24BD

S0730-20GC-F S0730-22GC-F S0730-24GC-F

OPTIONS
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• Enclosed light illuminates cooking surface

• Includes 8" x 8" grease filter of washable aluminum mesh

• Available in smooth finish

• Select styles offer 20", 22" and 24" widths for 12" cabinet depths

EXTERIOR VENT WITH LOUVERED DESIGN
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• Use with large outlet, static exhaust range 
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• Requires 10-1/2" x 3-3/4" rough opening
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EXTERIOR VENT WITH LOCKING DAMPER
• Constructed of durable injection molded 

styrene plastic

• Locking damper

• Use with large outlet range hood

• Requires 10-1/2" x 3-3/4" rough opening

EXTERIOR VENT WITH LOCKING DAMPER
• Two-piece design for ease of installation

• Constructed of durable injection molded 
polypropylene

• Locking damper

• Use with large outlet, static exhaust range 
hood

• Insect and water resistant

• Requires 10-1/2" x 3-3/4" rough opening

OPTIONS
S0721 Series - Multi Pack Carton Qty: 2

12 volt, single speed motor

Fan and light operated by rocker switches

12" depth (18" total capture area)

Large horizontal exhaust outlet

Ducting and exterior vent sold separately

20" Width 
Complete Part 
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Complete Part 
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Complete Part 

Smooth Smooth Smooth

S0721-20BD S0721-22BD S0721-24BD

S0721-20GC-F S0721-22GC-F S0721-24GC-F

FEATURES
• Ductless hood also available 20" Width 

Complete Part 
22" Width 
Complete Part 

24" Width 
Complete Part 

Smooth Smooth Smooth

S0730-20BD S0730-22BD S0730-24BD

S0730-20GC-F S0730-22GC-F S0730-24GC-F

OPTIONS



www.ventline.com

©
 2

01
8 

De
xt

er
 A

xle
 C

om
pa

ny
.  

LI
T-

25
1-

OO
  2

01
8.

04

VANAIR & PLUMBING CAPS
THE DEXTER DIFFERENCE - ENGINEERED WITH STRENGTH, MANUFACTURED WITH QUALITY, AND 
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VANAIR ROOF VENT
• 12 volt motor requires only 1.5 amps

• Installs in 6-1/4" diameter rough opening

• Efficient centrifugal blower wheel assures 
quiet ventilation

• Easy one-hand opening/closing

• Low profile smoke dome requires only 
- 2-3/8" clearance in closed position 
- 3-1/4" clearance in open position

• Screen frame, handle and garnish in 
matching polar white

• Ceiling garnish included

• Ceiling extension ring sold separately

• Canadian listed fans available

RV PLUMBING CAP 
MODEL V2049 PLUMBING VENT
• Durable polyethylene for ultraviolet ray protection

• Two-piece construction

• Accommodates maximum 6/12 pitch roofs

• Flange has mounting holes and a wipe seal 
feature

• Removable cap snaps on and securely fastens to 
flange with screw (not included)

• Available colors: 
- White (fits 1-1/4" and 1-1/2" pipe) 
- Colonial white (fits 1-1/2" pipe) 

MH PLUMBING CAP 
MODEL V2084 PLUMBING VENT
• Galvanized steel

• Two-piece construction

• Fits 1-1/2" pipes

• Accommodates maximum 6/12 pitch roofs

• Flange has mounting holes

• Removable cap securely fastens to flange with 
hex nut

MH PLUMBING FLASHING 
MODEL V2003-01 PLUMBING FLASHING
• High impact polypropylene with UV stabilizers

• Fits 1-1/2" pipes

• Accommodates maximum 5-1/2/12 pitch roofs

• Flange has mounting holes

• Available in black only




